ATLAS TILECAL 
SUBMODULES QUALITY CONTROL PROTOCOL

Submodule Label: ANL-SM-031


Institute: Argonne National Laboratory

CONTROL
Data
Comments

Date of the stacking
14 June 1999


Date of final welding
15 June 1999


Date of surface protection 



Coil identification: masters
8 PL Mixed C

24   P322


Box identification: spacers
16 – 4/13


Glue batch number 
20392483 / 20405183


Stacking time (h: m)
3H 35 M


Gluing curing time ( h: m)



Glue hardness (OK/NOK)



Glue clean out (OK/NOK)



Paint Appl. (OK/NOK)



Height (min.,max.)



Tack welding: Welder name
R. Reierson


Final welding: Welder name



Weld inspection (OK/NOK)



Observations:    



Last date of stacking fixture qualification
: 

Last date of glue system qualification 

: 

Last date of welder qualification (final weld)
:

Quality Control Leader: 

Quality Control Foreman (Print):
Date:

Signature:

ATLAS TILECAL 
SUBMODULES QUALITY CONTROL PROTOCOL

Submodule Label: ANL-SM-031


Institute: Argonne National Laboratory

THICKNESS MEASUREMENTS
According to drawing ATLLEMS_0002

Submodule Type:


STANDARD: 

Design height = 291.7mm

   (Circle One)





SPECIAL:


Design height = 304.9mm

Measured on Machine Table

Point
1
2
3
4
5
6
7

Height(mm)
291.54
291.98
291.66
291.65
291.53
291.20
290.34

Point
14
13
12
11
10
9
8

Height(mm)
291.27
291.53
291.67
291.87
291.72
291.54
290.13

Point
15
16
17
18
19
20

Height(mm)
291.61
291.86
291.80
291.73
291.53
291.41

Maximum deviation from nominal (+):

(+0.3mm Allowed)

Maximum deviation from nominal (-):

(-1.5mm Allowed)

Pin to Pin – 324.95



Pin to Pin – 324.85

Quality Control Technician (Print):  L. Kocenko
Date:  17 June 1999

Signature:

2

