Cutting and Assembly

Select extrusions


Measure width
Form bottom light case

Cut extrusions
Transfer to assembly table

Clean extrusions
Punch alignment holes (


Apply RTV to Alner hole light seal (LS)


Place Alner hole LS on alignment pins


Put bottom manifold cover (BMC) on pins


Apply structural epoxy and RTV to BMC


Put bottom light case on pins


Apply structural epoxy to bottom light case





Record date, crew and module type



Arrange strips in bottom light case



Scan strips for tracking (QA)
(glue machine)


Apply vacuum seal tape



Cover module with blanket



Cover module with poly



Seal poly



Slide tray into rack



Hook up vacuum



Turn on vacuum






( Note: D and F type modules need elongated alignment holes on one end.

Glue Machine

Slide tray onto glue machine

Remove poly sheet

Remove blanket

Remove vacuum tape (can this be left on and reused?)

Glue connector in manifold

Glue fibers into strips


Fiber
Scan strip for tracking (QA)


Epon, teta
Scan fiber for tracking (QA)


tape
Scan operator for tracking (QA)



Many more details needed

Route fibers

Pot connector

Slide tray back into rack

Top assembly

Slide tray onto assembly table
Form top light case 

Apply structural epoxy to top of strips
Punch holes for alignment


Transfer top light case to assembly





Record date and crew



Put top light case on pins



Apply structural epoxy and RTV to top manifold cover (TMC)



Put TMC on pins



Apply RTV to Alner hole LS



Put Alner hole washer on pins



Apply source tube? (or at detailing)



Apply vacuum seal tape



Cover module with blanket



Cover module with poly



Seal poly



Slide tray into rack



Hook up vacuum



Turn on vacuum


Detailing

Slide tray onto cart


Remove poly sheet


Remove blanket


Remove vacuum tape


Remove fixture pins


Loosen module


Slide module


Flycut connector 1
(QA) date and crew

Slide module


Flycut connector 2
(QA) date and crew

Slide module to detail station


Crimp module


Light seal connector
(QA) date and crew

Apply LIMA
(QA) date and crew

Apply VWS
(QA) date and crew

Light seal LIMa and VWS
(QA) date and crew

Light seal manifold covers
(QA) date and crew

Test light seal
(QA) date and crew and positions

Apply H-clips


Aply source tubes (or at top cover)


Slide module to cart


Mapper:

Move cart to mapper


Slide module to mapper


Map
(QA) date, crew, data

Pack module
(QA) date and crew
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